


Clopay Building Products Co.

A.

NOTICE OF ACCEPTANCE: _ EVIDENCE SUBMITTED

DRAWINGS (evidence submitted under NOA # 02-0618.02)

1.

Drawing prepared by Clopay Building Products Company, titled “ M/N 2400,
HDGL, 66, 67, 68, 2401, 4300, 4301, 4310, 4400, 4401, HDG”, drawing No.
101488, dated 06/07/95, with latest revision on 06/2001, sheets 1 through 4 of 4,
signed and sealed by M. W. Westerfield, PE.

TESTS (evidence submitted under NOA # 02-0618.02)

1.

Test report on Large Missile Impact Test per PA 201, Cyclic Wind Pressure Test
per PA 203 and Uniform Static Air Pressure Test per PA 202 on a 16’-2’ x 8’
door model 4300, prepared by American Test Lab of South Florida, report No.
ATL 98-0213.05, dated 01/11/99, signed and sealed by W. Mehner, PE,

CALCULATIONS (evidence submitted under NOA # 02-0618.02)

1.

Calculations prepared by M. W. Westerfield, sheets 1 through 3 signed and sealed
by M. W. Westerfield, PE. on 05/22/96.

MATERIAL CERTIFICATIONS (evidence submitted under NOA # 02-0618.02)

1.
2.
3.
4.

5.

Tensile test report No. 8KM-2840 prepared by Q. C. Metallurgical, Inc,

dated 11/17/98, signed and sealed by F. Grate, PE.

Salt Spray Exposure test report No. 29198, prepared by Applied Research
Laboratories, dated 12/15/93, signed and sealed by C. A. Hamon, PE.

Ignition Properties test report No. 118052, prepared by SGS U.S. Testing
Company, Inc. dated 05/17/96, signed and sealed by D. H. Mangall, PE.

Surface Burning Characteristics letter reference No. R6705, 96NK12530,
prepared by Underwriters Laboratories, Inc. dated 05/24/96 and signed by J. D.
Marzullo.

STATEMENTS (evidence submitted under NOA # 02-0618.02)

1. Code Compliance letter issued by Clopay Building Products Co. on 04/06/99,
signed and sealed by M. W. Westerfield, PE.

1. Affidavit of minimum yield strength compliance prepared by R. D. Shifflett
employed by Clopay Building Products Company, signed by R. D. Shifflett and
notarized By S. E. Rodenhauser on 03/29/01.

2. No change letter issued by Clopay Building Products Co. on 07/15/02 and signed
by M. Westerfield, PE.

3. Tensile test report and strength compliance affidavit, signed by M. Westerfield
and notarized by S. E. Rodenhauser on 06/06/02.

OTHERS

1. Testing contracting statement with American Test Lab North, dated July 12, 2007,

Signed by Keith Owen.
Lo o

/ Carlos M. Utrera, P.E.

Product Control Examiner

NOA No 07-0809.02

Expiration Date: September 26, 2008
Approval Date: September 20, 2007



CLOPAY MODELS 2400, 2401, 4300, 4301, 4310, 4400, 4401, HDG, HDGL 5756 RV TN T
HOLMES MODELS 66, 67, 638 " 5| 12/98 DELETE M/N 2200, 2201, 4200; ADD M/N 2310
.- 9 . _ 4 » » 6| 4/99 SCREW NOTE REV. ON PAGE 1
(1) 20 GA.x2” GALV. STEEL BACKER PLATE (2) 1/4” x 3/4" TEK SCREWS LOCATED N % FOGL. DEL 2300701710
" 7| 4/2001 ADD HOLMES M/N & L; DEL /01/
AT EACH INTERMEDIATE HINGE AT 1-1/4" & 3-1/2" FROM BOTTOM 8| 6/2001 SHANGE VENT NOTE
LOCATION. BACKER PLATE ND TWO FROM TOP. 16 GA DOUBLE END STILE
ATTACHED WITH DOUBLE :
SIDED ACRYLIC ADHESIVE EACH END STILE MEASURES
TO BACK OF DOOR. A 5-3/4"x2—1/8"x3/8" ATTACHED A
WITH ONE #8x1/2" WAFER SCREW.
- == L T s =T ——= NOTE 1:
- ﬂﬁ_ "TT" jm_ 1=T— _ﬂﬁ_ "TT_ —m? DOORS 6’6" HIGH CONSIST OF (4)
i = — - = SECTIONS; (2) OF 21" & (2) OF 18"
| _;::::AAL::::::&Lkzt::::ﬁﬁéz:::::ig&::::::$=£%:::::&L£:::::; \ DOORS 7°0” HIGH CONSIST OF (4)
= N NA SECTIONS; (4) OF 21”. )
p—— e N A ——— 2NV DOORS 7°6” HIGH CONSIST OF (5
l ———— _——— - —_ — — f— — — - _——— —_——— o —_—— -_— - 1 1 ”
w © w0} i o it { i m S view B” SECTIONS; (5) OF 18”.
. :::::uu&::::::i&t::::::iJ&z:::::igi:::::;iJ&::::::i'&:::t::igQ::::::: LOCK POSITION SECTIONS; (2) OF 21" & (3) OF 18"
x v y Y (BOTH SIDES)
= — = it — iy Sepeleeliogs el it papogetiegs ——— TWO POINT LOCKING NOTE 2: SUPPORTING STRUCTURAL
Lf R T} ﬁ_ _—I( T_ _ﬂ ﬁ_l —TJT_ —ﬂ :T— —T T— —T: :T_ CONFORMS TO SFBC ELEMENTS SHALL BE DESIGNED BY A
o Tt il il 15y 1 Rl UL i 3603.2 REGARDING REGISTERED PROFESSIONAL ENGINEER FOR
8 - e S | 1 | | GARAGE DOORS WITH WIND LOADS SHOWN ON THIS DRAWING.
o = = = = 5/8” MIN.
. - —— ———— M e M M —— ENGAGEMENT. NOTE_3: LOCKING DEVICE TO CONFORM
% ﬂﬁ_ _TT‘ —TI ﬁ_, _l?:l —ﬂﬁ_ _I?T _ﬂ“ - FOR BOTH OUTSIDE TO SOUTH FLORIDA BUILDING CODE.
= : \ 5 i KEYED LOCKS AND (SEE INSIDE ELEVATION FOR POSITION
| s e e e el [0k oPTiONS, SEE DOOR.)
=== ==c=—= 2\ === =="="==r3ud )
\_ LOCATION OF OPTIONAL VENTS. g \ LAYOUT OF EACH.
/NTOTAL VENT OPENINGS: 60 IN? PER VERIGIE A = OPTIONAL OUTSIDE KEYED LOCK POSITION CRACKET USED FOR
MAX. DOOR WIDTH = 16’—2” | BOWOM DOUBLE
SNAP LATCH ENGAGES ggiEE 552YAH0§§ END STILE.
ONTO VERTICAL _TRACK. = SLIDE BOLT DESIGN LOADS: +46.6 P.S.F. & —52.0 P.S.F.
ONE SNAP LATCH ON END END LOCK ENGAGES /
EACH SIDE OF DOOR. INTER STILE STILE INTO VERTICAL
INTER. STILE TILE LOCK TRACK. ONE
STILE BAR | LOCK ON
. A
OUTSIDE —— ¢ ‘ END HANDLE INSIDE_SLIDE_BOLT
KEYED ‘ STILE LOCK BAR LOCK OPTION
HANDLE CONFORMS TO SFBC 3603.2
INSIDE HANDLE ENGAGES 1N
TRACK ON y
QUTSIDE_KEYED LOCK QUTSIDE_KEYED LOCK  EACH SIDE PAGE 1 OF 4 ©
SNAP_LATCH LOCK OPTION LOCK_BAR LOCKING - OF DOOR. -

CONFORMS TO SFBC 3603.2
DESIGN ENGINEER

MARK W. WESTERFIELD, P.E.
MECHANICAL ENGINEERING
FLORIDA REGISTRATION No. 48495

CONFORMS TO SFBC 3603.2

Company

aa Clopay

Building Products

8585 DUKE BLVD.
MASON, OH 45040
(513) 770-4800

CLOPAY BUILDING PRODUCTS COMPANY IS Ny TED

MAX DOOR SIZE:

1224 16:2nw X 8,OnH

" 6/7/95

DESCRIPTION: | /N 2400, HDGL, 66, 67, 68

DRAWN BY: KFH

2401, 4300, 4301, 4310, 4400, 4401, HDG

Clopay Corporation All Rights Reserved.

CHECKED BY:

B DRAWING NUMBER: REV:

101488 8




REV DATE DESCRIPTION

CLOPAY MODELS 2400, 2401, 4300, 4301, 4310, 4400, 4401, HDG, HDGL 2 7/96 GENERAL REVISIONS
HOLMES MODELS 66, 67, 68 SILICONE FILLED CHANNEL SEPARATES 3 8/96 CLARIFY MODEL NUMBERS
——A{\_L— 2” THICK FRONT AND BACK SKIN OF DDOR 4 | 9/96 ADD MODELS 2400 & 2401
' 5 12/98 | YIELD WAS 33 KSI, ADD 2310 DEL. 2200/01, 4200

= ., 6 4 W QTY. CHANGE ON PAGE 2
D 1.95" THICK, 14 DENSITY EXPANDED 7 4//50901 ADSDCRHEO|_r\/|QETsY MC/N ;EHSGL- DEL. 2300/01/10;
POLYSTYRENE FOAM INSULATION : . .

G—40 MIN. WAS G—60; NEW M/N CHART

, o (SUPPLIED BY FALCON MANUFACTURING) 2 572607 |CHANGES T0 PAGES 1 & 4
LAMINATED TO BOTH EXTERIOR
- 1

SCALE 2" = 1’

12 GA. GALV. STEEL TOP ROLLER BRACKET.
EACH BRACKET ATTACHED W/(8) #14x5/8" A\
SHEET METAL SCREWS. ADJUSTABLE SLIDE ATTACHED

TO TOP BRACKET WITH (2) 1/4"x1/2" BOLTS AND

=

NUTS PER BRACKET. 6"
| 2—)1/4” WIDE x 16 GA. GALV. STRAP. Lo—1/2"
| 7) PER DOOR SECTION ON 16’ WIDE DOORS. _
TONGUE AND GROOVE JOINTS. o | (SEE INSIDE ELEVATION). EACH STRAP ATTACHED I 5/8" (TvP))
~ WITH (3) 1/4°x3/4" SELF TAPPING SCREWS (TWO
| SCREWS TO DOOR, ONE SCREW TO C—CHANNEL). VIEW "D
INSTALLER|  RETAIL ~ 6" TALL C—CHANNEL
MODEL MODEL DESCRIPTION
4300 HDG, 66 27 GA. EXT. SKIN; SHORT RAISED PANEL E 16 GA. GALV. STEEL
4400 2400 24 GA. EXT. SKIN; SHORT RAISED PANEL :
4401 2401 24 GA. EXT. SKIN: FLUSH PANEL : 14 GA. GALV. ROLLER HINGE.
4301 68 27 GA. EXT. SKIN; FLUSH PANEL EACH HINGE FASTENED TO END
2310___| HOGL, 67 [25 GA. EXT. SKIN, WIDE RAISED PANEL | é/ e ) e 2 etaL
1 o))
=/

AND (2) 1/4°x3/4" SELF TAPPING SCREWS.
(SEE VIEW ”B”) s horida
92
ONE 6" TALL, 16 GA. C—CHANNEL PER DOOR SECTION. 09
(2) 1/4"x3/4” SELF TAPPING SCREWS PER END STILE AND
ONE 1/4"x3/4" SELF TAPPING SCREW PER BACKER PLATE
LOCATION. (SEE VIEW ”D")A

%:—;

DESIGN ENGINEER
/\AARK W. WESTERFIELD, P.E.

27 GA. INTERIOR STEEL SKIN (DRAWING QUALITY) MECHANICAL ENGINEERING

27 GA. MIN. EXTERIOR STEEL SKlN/f?%

WITH G—40 MIN. GALV., BAKED—ON PRIMER AND / FLORIDA REGISTRATION No. 48495
(MIN. YIELD STRENGTH: 27 KSI,A A BAKED—ON POLYESTER PAINTED TOP / 5 § RENEWED
DRAWING QUALITY) WITH G—40 MIN. GALV., : v COAT APPLIED TO BOTH SIDES OF STEEL SKIN. ‘ + the Florida
BAKED—ON POLYESTER PAINTED TOP N /% %
COAT APPLIED TO BOTH SIDES . @, 13 GA. GALV. STEEL BOTTOM BRACKET. / 97'l
OF STEEL SKIN. : M ATTACHED WITH (4) #14x5/8” SHEET METAL SCREWS. f4#
Piiacni Dade Procuct Cont
t&?b/ ALUMINUM EXTRUSION & VINYL WEATHERSTRIP. PAGE 2 OF 4 Dhrtiion de Prade rel
SCALE: PLOT! MAX DOOR SIZE:
- nl %QEAE&%'LS'LNV% PRODUCTS COMPANY NOTED 1=24 16'2"W x 8'0"H
" DATE:!
] ﬂpay MASON, OH 45040 7/6/95 DESCRIFTION /N 2400, HDGL, 66, 67, 68,
DESIGN LOADS: +46.6 P.S.F. & —-52.0 P.S.F. o e (513) 770-4800 IRAVN BY  KFH 2401, 4300, 4301, 4310, 4400, 4401, HDG
Building Products DRAVING NUMBER: v
C o m p G n y Ciopay Corporation All Rights Reserved. CHECKED BY: B 1 O 1 4'88 8




CLOPAY MODELS 2400, 2401, 4300, 4301, 4310, 4400, 4401, HDG, HDGL “;V 4/’;’*521 RIS M‘;L““‘Z‘”:‘DGL; SEC 3306/57770

HOLMES MODELS 66, 67, 68 NOTE: EITHER BRACKET MOUNT OR CONTINUOUS 8] 6/2001 CHANGES T0 PAGES 1 & 4

#14x5/8" SHEET METAL SCREWS ——  ANGLE TRACK MAY BE INSTALLED (AS SHOWN). 3 HORIZONTAL TRACK SUFPORT BY
DOOR INSTALLER (TO SuIT)

DOOR COUNTERBALANCE SYSTEM

¥ — 14 GA. INTER. HINGES 7 13 GA. GALV. STEEL FLAG BRACKET
USED ON 24 GA. EXTERIOR OR 12 GA. GALV. STEEL CONTINUOUS
1/4"x3/4” SELF SKIN DOOR MODELS. l 1-5/8" x 2-3/8" ANGLE. ) )
TAPPING SCREWS. A L AATTACH FLAG BRACKET WITH (3) 5/16"x1-5/8
14 GA. END HINGES 18 GA. INTERMEDIATE HINGE z 9 LAG SCREWS.
SCALE 2" = 1’ SCALE 2" = 1’ r <|Ht—76"(7'6"H & 8'0"H DOORS ONLY)
VIEW "B” VIEW_"C” - a
JAMB_PREPARATION NOTE S Sl ... DOOR |
TRACK SHALL BE FASTENED TO 2x6 YELLOW PINE WOOD JAMBS WITH 5/16"x1-5/8" Q Z| 63 2" GALV. STEEL TRACK, HEIGHT | "L"
LAG SCREWS (9 LAG SCREWS PER SIDE UP TO 7°0” HIGH AND 10 LAG SCREWS = /TRACK THICKNESS: 083" 6-6"170"
PER SIDE UP TO 8’0" HIGH). PREPARATION OF JAMBS BY OTHERS. ! Sl i 7 =0" 176"
TRACK BRACKETS OR ANGLES MAY BE MOUNTED DIRECTLY TO = Ojf]: 50 TRACK CONFIGURATION | 7 =682
CONCRETE USING APPROVED MASONARY FASTENERS. A\ oo ﬁgf SCALE 1/2" = 1’ 8-0" 188
T L. ”
- AT 8 TYP. 2-1/2"x12 GA. GALV.
= =1 STEEL TRACK BRACKETS OR CLIPS.
z 2 DISTANCE FROM BOTTOM OF VERTICAL
o F— 24" TRACK TO EACH BRACKET/CLIP IS:
O i 3—-1/2", 10", 24", 38", 50", 63",
» . X AND 76" (7'6"H & 8'0"H DOORS ONLY).
'" DOOR OVERLAP (EACH SIDE) OPTIONAL STOP MOULDING BY INSTALLER (TO SUIT) 2. , ONE 5/16"x1-5/8" LAG SCREW PER )
16 GA. GALV. STEEL DOUBLE END STILE e 10 RACK BRACKET.
2x6 WOOD JAMB Ed
SEE "JAMB PREPARATION ) 7 i AN
NOTE" ABOVE \‘\ \\\\\\\\\\\\\\\\\\\\
— ) Il [ - 2—1/2"x12 GA. GALV. STEEL TRACK
12 GA. GALV. STEEL g BRACKETS FASTENED TO WOOD JAMB
CONTINUOUS ANGLE FASTENED TO WOOD WITH 5/16"x1-5/8" LAG SCREWS
JAMB WITH 5/16"x1-=5/8" LAG SCREWS 7/16" PUSHNUT = NOT TO EXCEED 14” O.C. MIN.

OF (9) LAG SCREWS REQUIRED.
INSTALLED ON ROLLER 2" GALV. STEEL TRACK FASTENED TO 12

gggg F F?'E?RAUT’I“ORNESTR'CTED 18 GA. GALV. STEEL INTER. HINGE GA. GALV. STEEL TRACK BRACKETS. TRACK
0 - FASTENED W/(4) #14x5/8" ATTACHED TO EACH BRACKET WITH TWO
14 GA. GALV. STEEL ROLLER HINGES  SHEET METAL SCREWS. 1/4”" DIA. RIVETS.

FASTENED TO END STILES W/(4) EACH -
14x5/8” SHEET METAL SCREWS AND /% /
2) 1/4” SELF TAPPING SCREWS PER END HINGE. DESIGN ENGINEER

MARK W. WESTERFIELD, P.E. _
MECHANICAL ENGINEERING % 4z

NOT TO EXCEED 14" 0.C. CONTINUOUS
ANGLE MAY BE NOTCHED OUT FOR JAMB
TO STRUCTURE ATTACHMENT POINTS.

MIN. OF (11) LAG SCREWS ARE REQUIRED.

PRODUCT RENFWED
& the Florida

2" GALV. STEEL TRACK FASTENED

TO 12 GA. GALV. STEEL TRACK CLIPS.
TRACK ATTACHED TO EACH CLIP

WITH ONE 1/4"x5/8" BOLT & NUT.

EACH TSSS%N%%ESA‘L‘T,\?SFEEDWI¥3 2" DIA. LONG STEM, 10 BALL STEEL ROLLER. FLORIDA REGISTRATION No. 48495 g&;qﬁ?ﬁad@ymM“:gﬁima
BYEBEDA
(2) 1/4” DlA. RlVETS PER CLIP. - F\LOPAY BUH_D'NG PRODUCTS COMPANY SCALE: PLAT: MAX DOOR SIZE:
(u NOTED 1=24 b bid H »
8585 DUKE BLVD. - 162W x 80H
PAGE 3 OF 4— JAMB CONFIGURATION - clopay MASON, OH 45040 DATE 6/7/95 DESCRIPTION: M/N 2400, HDGL, 66, 67, 68,
. m ; o e (513) 770-4800 TRAVN BY: 2401, 4300, 4301, 4310, 4400, 4401, HDG
DESIGN LOADS: +46.6 P.S.F. & —52.0 P.S.F. SCALE 2" = 1 Building Products MWW ey o
Com pq ny Clopay Corporation All Rights Reserved. CHECKED Bv B 101 4'88 8




REV DATE DESCRIPTION
CLOPAY MODELS 2400, 2401, 4300, 4301, 4310, 4400, 4401, HDG, HDGL 2 | 9796 ADD MODELS 2200 & 2401
HOLMES MODELS 66, 67, 68 5| 12/98 ADD M/N 2310; DELETE M/N 2200, 2201, 4200
6| 4/99 NO CHANGES ON PAGE 4
2x6 JAMB TO SUPPORTING STRUCTURE ATTACHMENT 7T 4/72001 ADD HOLMES M/N & HDGL. DEL. 2300701770
NOTES: 8 6/2001 REVISED VERTICAL JAMB DESIGN LOAD NOTE 2.
1) ALL THE LOAD FROM THE DOOR IS TRANSFERRED TO THE TRACK AND THEN FROM THE TRACK HORIZONTAL JAMB
TO THE 2x6 VERTICAL JAMBS (GRADE 2 OR BETTER YELLOW PINE). NO LOAD FROM THE ] /(NO LOAD FROM DOOR) ]
DOOR IS TRANSFERRED TO THE HORIZONTAL (TOP) JAMB. A f A
2) EACH VERTICAL JAMB SEES A MAXIMUM DESIGN LOAD OF +2,982.4 LB & —3,328 LB. . (€ o
3) ALL JAMB FASTENERS MAY BE (BUT NOT REQUIRED) COUNTERSUNK TO PROVIDE A FLUSH MOUNTING SURFACE.
WOOD FRAME BUILDINGS . P
FASTENER
STUD WALLS OF DOOR OPENING SHALL BE FRAMED SOLID BY NOT LESS THAN (3) 2x6 PRESSURE TYPE
TREATED GRADE #2 OR BETTER WOOD STUD OF A STRESS GRADE NOT LESS THAN 1200 PSI NOMINAL /
EXTREME FIBER STRESS IN BENDING (Fb) STUD WALLS TO BE CONTINUOUS FROM FOOTING TO TIE BEAMS MIN. No. -
AND IN ACCORDANCE WITH SFBC SECTION 2905.1. %FERFA\/SJRE#EZ‘_S
BLOCK WALL OR CONCRETE — JAMB .
2x6 WOOD JAMB SHALL BE ANCHORED TO GROUT REINFORCED BLOCK WALL OR CONCRETE COLUMN. MAX. O.C. 946 VERTICAL JAMB
BLOCK WALL CELLS SHALL BE FILLED WITH CONCRETE AND REINFORCED WITH #5 BAR EXTENDING { X .
INTO THE FOOTING AND INTO TIE BEAMS. ALL BARS SHALL BE CONTINUOUS FROM THE TIE BEAMS e °
TO FOOTING PER BLOCK WALL OR CONCRETE COLUMN. BLOCK WALLS AND CONCRETE COLUMNS TO BE / N
DESIGNED BY BUILDING PROFESSIONAL OF RECORD AND IN ACCORDANCE WITH SFBC SECTION 2704.2.
2x6 JAMB TO SUPPORTING STRUCTURE ATTACHMENT

(NOT TO BE USED FOR ATTACHMENT OF TRACK BRACKETS TO 2x6 VERTICAL JAMBS OR SUPPORTING STRUCTURE) e

MIN. No. OF |MAXIMUM o
FASTENERS ON CENTER
PER VERTICAL | DISTANCE STEEL by
JAMB BETWEEN WASHERS & (4
BUILDING TYPE FASTENER TYPE 7 H 8'H FASTENERS REQUIRED? frampeee
WOOD FRAME (SOUTHERN PINE) 5/16” x 3" LAG SCREW (ASTM A307, GRADE A). 1-5/8" MIN. EMBED 10 11 [107 YES
C—90 BLOCK (2,000 PSI GROUT) 1/4” x 4" ITW TAPCON CONCRETE ANCHOR. MIN. 1-3/4" EMBED 10 11 _[107 YES
C—-90 BLOCK (2,000 PSI GROUT) 3/8" x 4" RAWL LOK/BOLT ANCHOR BOLT (5000 SERIES). 1-5/8" EMBED# 9 10 117 NO
CONCRETE COLUMN (2,000 PsI) 3/8" x 4" RAWL LOK/BOLT ANCHOR BOLT (5000 SERIES). 1-5/8" EMBED? 9 10 117 NO
# — TAPCONS/ANCHOR BOLTS CAN BE INSTALLED DIRECTLY THROUGH TRACK BRACKETS/ANGLE IN LIEU OF 5/16"x1-5/8" LAG SCREWS (SEE PAGE 3).
RAWL LOK/BOLT SHALL BE TORQUED AS SPECIFIED BY THE RAWL PLUG COMPANY. DESIGN ENGINEER
MARK W. WESTERFIELD, P.E. - 7
PAGE 4 OF 4 MECHANICAL ENGINEERING Mz e 5t G
/n//m / FLORIDA REGISTRATION No. 48495 s
wa o CLOPAY BUILDING PRODUCTS COMPANY [SA-€ il MAX DODR Sz
/%/ 57877 a cl 8585 DUKE BLVD. DATE! NOTED 1=24 16'2"W x 8'0"H
U npay MASON, OH 45040 7/6/95 BESCRIPTION: \| /N 2400, HDGL, 66, 67, 68,
) - (513) 770-4800 TRAVN BV 2401, 4300, 4301, 4310, 4400, 4401, HDG
DESIGN LOADS: +46.6 P.S.F. & —52.0 P.S.F. Building Products MWW TRAVING ROVBER v
C om pa ] y Clopay Corporation All Rights Reserved. CHECKED Br: B 101 4-88 8




